
 

USCTAM2072 Gen3 Hemi Swap Mount Kit Universal Rev A 20230707         Page 1 of 2 

 

 

USCTAM2072 Gen3 Hemi Swap Mount kit to ANY car, truck, Chassis or Body 

 
Left Side mount (Drivers side) 

 
Right Side Mount (Passenger Side) 

 

Note: There are METRIC nuts holding the urethane mount assembly together during shipping, they to be 

discarded during installation. 

 

Assembly notes 

1. Notch on block plate faces forward for each mount (symmetrical) 

2. Install 8 UFO Mounts on each block plate 

a. from both sides of the block plate insert a urethane UFO mount 

b. insert a sleeve through the center of the UFO mounts 

c. place Mount washers on both sides and the M10 x 30mm cap screw through the sleeve 

3. Install each side mount onto the Gen3 Hemi engine OEM mount bosses – remove the temporary 

M10 nuts if installed. 

4. With both mounts attached to the engine, place the engine assembly into your vehicle. 

5. Tack Weld your supplied tubing/bracing etc. from the block plate to your vehicle. If you want to 

remove the mount assembly later (for clearance while working etc.) include a removal 

connection (nut/bolt) in the bracing. 

6. Remove the mounts from the Gen3 Hemi Engine, disassemble the Urethane UFO mounts and 

fully weld your bracing to the Block Plate. DO NOT WELD on the Block Plates with the UFO 

mounts installed – they will melt. 
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Packing Bill of Materials 

 
Left Block Plate 

 
Right Block Plate 

 

Qty USCT Part # Description Picture Notes 

16  Urethane UFO mount 

 

Purple 

16  Mount Washer 

 

Zinc Plated, same diameter as 
UFO mount 

8  Sleeve 

 

Zinc plated or Stainless 

8  M10-1.5 x 30mm 

 

8.8 head 

8  M10-1.5 nut 

 

Low strength for packing only 

 


